
 

 

 

         

 

 

 

 

 

 

 

 

GENERAL DESCRIPTION: 

Weld-On 811 A&B is a white, reduced VOC emissions, thick syrupy, two-component, high strength 

reactive adhesive. It is packaged in a dual cylinder cartridge, making a dispensing gun and mixing tip 

required for application. Weld-On 811 A&B has the same physical properties and capabilities as Weld-On 

810 A&B. Weld-On 810 A&B has two separate components (mixing is done by hand). 
 
PRODUCT USES: 

Weld-On 811 A&B was specially formulated for bonding large diameter PVC and CPVC pipe and 

fittings. It also bonds ABS, Styrene, Acrylic, FRP (fiberglass-reinforced polyester), aluminum (non-

anodized), other metals, concrete, clay and other materials to themselves or to dissimilar materials. It 

provides excellent adhesion in peel, tensile or sheer applications. It also has a fast cure time, withstands 

very high pressure and is high impact resistant. It is great for repairing cracks or leaky pipe valves and 

fittings. It fills gaps too large for solvent cement to fill, making it excellent for fabrication of fittings and 

joining saddles to pipe. For joints subjected to chemical exposure, prior evaluation must be made of the 

specific chemical concentration, temperature and pressure involved. Not recommended for use on 

Neoprene, Delrin, Teflon, Silicone, Polypropylene, Polyethylene and other Polyolefin’s or joints 

with an interference fit. 
 
GENERAL INSTALLATION INFORMATION: 

This product is packaged in a 10:1 ratio cartridge designed for use with a manual dispensing gun and 

static mixing tip. The adhesive is mixed as it passes through the mixing tip. Working time of the mixed 

product (bead form) is approximately 30 minutes at 70°F (21°C.) Recommended set time is 1 hour. 

Recommended cure time is 2 hours to reach 80% bond strength, 24 hours for near ultimate strength.  The 

cured layer is a tough, chemical and water resistant plastic. Note: When joining CPVC for service 

temperatures over 150°F (65°C), please contact IPS Corporation for more information. For installation 

instructions that are more detailed, refer to the  811 A&B Installation Instructions Bulletin. 
 
AVAILABILITY: 

This product is available in a 470ml dual cylinder cartridge. For detailed information on the cartridge, 

dispensing gun and mixing tips, see our current Price List. 
 
SPECIFICATIONS: 
 

 
COLOR:    White 

RESIN:     Component “A” - Acrylic 

     Component “B” - Plasticizer  

SPECIFIC GRAVITY:   1.03 ± 0.040 

BROOKFIELD VISCOSITY:  Minimum 40,000 cps @ 73 ± 3.6°F 

 MAX VOC EMISSIONS:  75 G/L per SCAQMD Rule 1168, Method 316A 

 APPROXIMATE COVERAGE: 20ml thickness: 15 sq. ft/Per Cartridge 
 

SHELF LIFE and STORAGE: 

When dual cylinder cartridge is stored between 50°F (10°C) and 70°F (21°C), 1-1/2 year shelf life can be expected 

in unopened containers.  
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PRODUCT BULLETIN • SPECIFICATIONS 

811 A&B 
2-PART HIGH STRENGTH REACTIVE ADHESIVE 
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