
 

 

 

         

 

 

 

 

 

 

 

 
GENERAL DESCRIPTION: 

Weld-On 845 A&B is a tan (pink when cured), reduced VOC emissions, high viscosity, two-component (4 to 1 mix 

ratio), high strength, reactive adhesive used for bonding a variety of materials. Not recommended for use on 

Ceramic, Teflon, Silicone, Polypropylene, Polyethylene and other Polyolefin’s. 
 
PRODUCT USES: 

Weld-On 845 A&B was specially formulated for joining, fabricating and repairing PVC and CPVC pipe and 

fittings. It can also be used on Fiberglass, ABS, Acrylic, FRP (fiberglass-reinforced plastic), metals, concrete and 

other materials to themselves or to dissimilar materials. Weld-On 845 A&B is unexcelled for joining very large 

sizes of plastic pipe and fittings where fits are loose enough to have gaps. It is excellent for fabrication of fittings 

and joining saddles to pipe. It provides excellent adhesion in peel, tensile or sheer applications. It also has a fast 

cure time, may be used underwater, withstands very high pressure and is impact resistant. It is great for repairing 

cracks or leaky pipe valves and fittings. Its service temperature range is between -30°F and 200°F (-35°C to 93°C). 

It is not recommended for joints with interference fit. 
 
DIRECTIONS FOR USE: 

Always wear safety glasses and polyethylene gloves. Wipe surfaces clean with a dry rag or with solvent cleaner. Do 

not soften with the solvent cleaner. Use at room temperature. Before inserting cartridge in dispenser, open valve 

and clean obstructions from cartridge nose and valve openings with a clean probe. Close valve. Insert cartridge into 

dispensing gun. Dispense a small amount of adhesive making sure that both components flow freely from the 

cartridge nozzle. Attach a mixing tip and dispense approximately 1 to 2 inches to insure complete mixing before 

use. The pot life of the mixture is about 10 minutes at 75°F (23°C). Working time is often shorter than the pot life. 

The adhesive initially cures to a hard gel in 30 minutes and reaches near ultimate strength in 2 hours at 70° (21°C). 

Cure will be faster in warm weather, slower in cold weather. 
 
AVAILABILITY: 

This product is available in a 50ml cartridge (net content: 43ml) and 400ml cartridge (each require a dispensing gun 

and mixing tip). A starter kit is available that consists of (2) 50ml cartridges (net content: 43ml), (1) dispensing gun 

and (6) mixing tips.  For detailed information on containers and applicators, see our current Price List. 
 
SPECIFICATIONS: 
 
 COLOR:    Tan (pink when cured) 

 RESIN:     Component "A"- Acrylic, Component "B"- ABS 

 SPECIFIC GRAVITY:   Typical "A"- 0.981 ± 0.040, "B" - 1.327 ± 0.040 

 BROOKFIELD VISCOSITY:  Minimum 400,000 cps @ 73 ± 3.6°F 

 APPROXIMATE COVERAGE: 20ml thickness: 50ml / 1.5 sq. ft. per cartridge  

        400ml / 15 sq. ft. per cartridge   

 MAX VOC EMISSIONS:  70 G/L, per SCAQMD Rule 1168, Method 316A 
  
SHELF LIFE and STORAGE: 

1 year in unopened cartridge when stored between 50°F (10°FC) and 70°F (21°C). Keep away from sources of heat, 

sunlight and moisture. Refrigerator storage is recommended. If the mixing tip is left on the cartridge for a sufficient 

length of time without additional use, the adhesive may cure in the tip. If this happens, keep the mixing tip on the 

cartridge until you are ready to dispense more adhesive at which time you will need to put a new mixing tip on the 

cartridge. Be sure to discard the first few inches again. 
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