The “Classic” Waste & Overflow

Easy installation and testing all in one

AB&A’s new and improved, patent pending, Classic waste and overflow system keeps getting better. The newly designed, high-flow capacity Classic overflow cover plate is slotted to provide greater drainage through the tub overflow. Installers can easily secure the overflow elbow, gasket, and cover plate to the tub without the use of a screwdriver or screws. Test plugs and caps are always included with the Classic waste and overflow system.

NEW & IMPROVED

1. Push-on overflow cover plate easily secures to the overflow elbow for a snug fit against tub wall
2. High-flow capacity overflow cover plate allows water flow at approximately 7 gpm (typical tub valve = 5-6 gpm)
3. Tool less installation
4. Extra (thin) gasket included for thick-walled tubs (e.g. marble)
5. Solid cover plate (no slots) is available as an accessory

Patent Pending
CONFIGURATIONS

- Sch. 40 ABS & PVC Full, Half and Rough-In Kits
- Heavy Duty Plastic Tubular ABS/PVC Full Kits
- 17 or 20 Gauge Tubular Brass Full Kits
- Trim and Finish Kits
- Press-In Trim Kits

FINISHES AVAILABLE

- Chrome
- Satin Pearl
- Oil-Rubbed Bronze
- Satin Nickel
- Venetian Bronze
- Polished Nickel
- Satin Chrome
- Polished Brass
- Biscuit
- White

INSTALLATION

NEW & IMPROVED
For easy identification, look for the new blue label on the outside of each box.

- Test Kit Installation
- Rough-In Installation